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This catalog contains in-depth information
on the most comprehensive line of 
Telecommunications cables for the distribution of 
telecommunication signals for outside use.

The product and technical sections have been 
developed with an easy-to-use “spec-on-a-page” 
format. It features the latest information on 
Telecommunications cables, from applications 
and construction to detailed technical and 
specification data. There’s also a numerical part 
number index.

Our cables are readily available through our 
network of authorized stocking distributors and 
distribution centers.

We are dedicated to customer service and 
satisfaction—so call our team of professionally 
trained sales personnel to meet your
application needs.
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Now one industry leader focuses its worldwide 
resources on delivering maximum value to customers. 
It’s the cost-effective advantage of a single resource, a 
single company that provides the broadest product range, 
the highest level of commitment to customer and technical 
support, the most cost-effective manufacturing and 

distribution, and the most responsive customer-first service. 
In today’s highly competitive worldwide markets, General 
Cable provides the single-source solution with benefits that 
go straight to your bottom line. Ask your representative 
about other General Cable products.

Data Communications Cables
Our GenSPEED ® Brand products are on the job 
wherever enhanced performance is critical— 
from 10 Gigabit Ethernet, token ring and broadband 
applications to patch panels, communications  
closets and plenum applications. We offer one of the 
most comprehensive lines of enhanced high-speed 
Category products, including PanGen™ structured 
cabling system solutions.

Fiber Optic Cables
We provide a full menu of NextGen® Brand fiber  
optic cables for data communications and voice and 
video networks. Our products range from tight buffer 
and armored products for military applications to 
loose tube and hybrid cables for communications 
networks. We also offer advanced Blolite® blown 
fiber systems for Local Area Networks and campus 
applications.

Telecommunications Cables
Our broad range of industry-standard General  
Cable outside plant wire and cable products  
ensures reliable, cost-effective performance. We 
provide air core, filled core and specialty wire 
products for aerial, buried and duct applications.

Communications Cables
Specialty Cables 
General Cable manufactures a broad range of 
specialty cables that meet the exacting specifications 
for original equipment manufacturers (OEMs), 
military, transit, offshore and marine shipboard, 
nuclear, and mining applications. General Cable’s 
engineered Brand Rex and Anaconda® Brand wire  
and cable solutions provide great lifecycle 
performance and reliability—meeting customer 
applications requirements today, while setting 
tomorrow’s standards.

Specialty Wire Harnesses
We supply application-specific and custom-designed 
cable, harnesses and assemblies for a wide variety  
of OEM applications, including business machines, 
material handling equipment, factory automation, 
medical equipment and the automotive aftermarket. 
General Cable is a global leader in the manufacture  
of automotive wire and cable—from ignition wire 
sets and single leads to bulk ignition wire, primary 
wire and battery starter cable.
 



Energy Cables
Underground High-Voltage and  
Extra-High-Voltage Cables  
General Cable’s complete line of Silec® insulated 
high- and extra-high-voltage underground energy 
cables, from 63kV up to 500kV, and our state-of-
the-art accessories—such as pre-molded joints 
and terminals—enable us to provide turnkey design 
and engineering services for the global, systems-
engineered, electric utility market.

Bare Overhead High-Voltage Transmission  
and Distribution Cables 
Our BICC® Brand cables satisfy the varied 
and specialized demands of the electric utility 
marketplace. Our TransPowr® bare aluminum 
overhead conductors are available in standard  
ACSR, specialized T-2 designs and high-temperature 
ACSS/TW designs. Our new ACCC/TW conductors 
feature an innovative composite core construction 
which possesses high temperature and increased 
strength characteristics. 

Low- and Medium-Voltage Distribution Cables 
General Cable’s extensive line of BICC® Brand 
PowrServ® and EmPowr® copper and aluminum 
cables serve the total distribution needs of electric 
utilities, rural electric co-ops and the public  
power market for both traditional and renewable 
energy resources.

Industrial & Specialty Cables
Cord and Cordset Products
General Cable’s Carol® Brand is the most recognized 
name in flexible cords for temporary power. Our 
extensive line includes portable cord, cordsets, 
portable power cable and premium-grade cable for 
commercial and industrial applications.

Electronic Cables
Our Carol® Brand products fulfill the complete 
wire and cable requirements of the fast-changing 
electronics, sound and security marketplaces. We 
offer hookup wire; communications cable; computer, 
coaxial and microphone cables; and special designs 
for security systems, fire alarms, and audio, video and 
digital broadcasts.

Industrial Cables
General Cable’s industrial instrumentation, power  
and control cables serve an extensive range of 
markets, including power generation, refining and 
petrochemical, natural gas production, steel, pulp  
and paper, and factory automation.
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Air Core Cables	 Telecommunications

Air Core Cable	 Spec. 2003
RDUP (RUS) PE-22 AL

Core Construction:
	 Conductors:
	 • �Solid, annealed copper; sizes 19, 22 

and 24 AWG

	 Insulation:
	 • �Solid, high density polyethylene, color-

coded in accordance with telephone 
industry standards

	 Twisted Pairs:
	 • �Insulated conductors are twisted 

into pairs with varying lay lengths to 
minimize crosstalk

	 Core Assembly:
	 • �25 pairs and less: pairs are assembled 

together in a single group
	 • �More than 25 pairs: pairs are arranged 

in groups, each group having a color-
coded unit binder

	 Core Wrap:
	 • �Non-hygroscopic dielectric tape applied 

longitudinally with an overlap

Sheath:
	 Aluminum Shield:
	 • �Corrugated, copolymer coated, 0.008" 

aluminum tape applied longitudinally 
with an overlap

	 Jacket:
	 • �Black, linear low density polyethylene

Application(s):
	 • �For aerial installation by attachment to a 

support strand
	 • �For underground installation when 

placed in a duct (pressurization is 
recommended)

Compliance:
	 • �RDUP (RUS) Specification PE-22

Packaging:
	 • �Standard lengths are shipped on non-

returnable wood reels
	 • �Non-standard packaging is available 

upon reques

Nominal Cable Data

CATALOG
NUMBER

PAIRS
AWG

O.D.
(INCHES)

WEIGHT
(LBS/MFT)

STANDARD
LENGTH (FT)

7527757 6/19 0.49 110 5000

7527765 12/19 0.62 180 5000

7527781 25/19 0.79 320 5000

7527799 50/19 1.10 590 2500

7527005 6/22 0.40 70 5000

7527013 12/22 0.49 110 5000

7527021 25/22 0.63 190 5000

7527039 50/22 0.90 325 5000

7527054 100/22 1.10 595 2500

7527062 200/22 1.40 1140 2500

7527112 6/24 0.37 55 5000

7527120 12/24 0.43 80 5000

7527138 25/24 0.54 135 5000

7527146 50/24 0.67 225 5000

7527161 100/24 0.88 400 5000

7527187 200/24 1.20 745 2500

7527195 300/24 1.40 1090 2500

7527203 400/24 1.60 1430 2500

7527211 600/24 1.90 2120 1250

7527229 900/24 2.30 3110 1250

Data subject to change without notice. Contact your Customer Service Representative for latest information.
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Telecommunications	 Air Core Cables

Figure 8 Air Core Cable	 Spec. 2003-F8
RDUP (RUS) PE-38 AL

Core Construction:
	 Conductors:
	 • �Solid, annealed copper; sizes 19, 22 

and 24 AWG

	 Insulation:
	 • �Solid, high density polyethylene, color- 

coded in accordance with telephone 
industry standards

	 Twisted Pairs:
	 • �Insulated conductors are twisted 

into pairs with varying lay lengths to 
minimize crosstalk

	 Core Assembly:
	 • �25 pairs and less: pairs are assembled 

together in a single group
	 • �More than 25 pairs: pairs are arranged 

in groups, each group having a color-
coded unit binder

	 Core Wrap:
	 • �Non-hygroscopic dielectric tape applied 

longitudinally with an overlap

Figure 8 Sheath:
	 Aluminum Shield:
	 • �Corrugated, copolymer coated, 0.008" 

aluminum tape applied longitudinally  
with an overlap

	 Support Messenger:
	 • �A 1/4", 7 strand, extra high strength 

galvanized steel wire, fully flooded for 
corrosion protection

	 Jacket:
	 • �Black, linear low density polyethylene  

is jacketed in an integral extrusion 
with the shielded core and support 
messenger to form a “Figure 8” 
configuration

Application(s):
	 • �Intended for aerial installation

Compliance:
	 • �RDUP (RUS) Specification PE-38

Packaging:
	 • �Standard lengths are shipped on non-

returnable wood reels
	 • �Non-standard packaging is available 

upon request

Nominal Cable Data

CATALOG
NUMBER

PAIRS
AWG

O.D.
(INCHES)

WEIGHT
(LBS/MFT)

STANDARD
LENGTH (FT)

2012020 6/19 0.49 260 5000

2012021 12/19 0.62 330 5000

2012023 25/19 0.81 480 5000

2012010 6/22 0.40 220 5000

2012011 12/22 0.49 260 5000

2012000 25/22 0.61 335 5000

2012001 50/22 0.81 485 5000

2012015 6/24 0.37 205 5000

2012016 12/24 0.43 230 5000

2012004 25/24 0.54 285 5000

2012005 50/24 0.67 375 5000

2012006 100/24 0.90 560   5000

Data subject to change without notice. Contact your Customer Service Representative for latest information.
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Air Core Cables	 Telecommunications

Air Core ALPETH Cable	 Spec. 2101
BELL SYSTEM TYPE  �  BHBA (19 AWG) BKMA (24 AWG) 

BHAA (22 AWG) BKTA (26 AWG)

Core Construction:
	 Conductors:
	 • �Solid, annealed copper; sizes 19, 22, 24 

and 26 AWG

	 InsuIation: 
	 • �Solid, high density polyethylene, color- 

coded in accordance with telephone 
industry standards

	 Twisted Pairs:
	 • �Insulated conductors are twisted  

into pairs with varying lay lengths to 
minimize crosstalk

	 Core Assembly:
	 • �25 pairs and less: pairs are assembled 

together in a single group
	 • �More than 25 pairs: pairs are arranged 

in groups, each group having a color-
coded unit binder

	 • �1200 pairs and larger are mirror image 
color code

	 Core Wrap:
	 • �Non-hygroscopic dielectric tape applied 

Iongitudinally with an overlap 

ALPETH Sheath: 
	 Aluminum Shield: 
	 • �Corrugated 0.008" aluminum tape 

applied Iongitudinally with an overlap

	 Jacket:
	 • �Black, linear low density polyethylene

Application(s): 
	 • �Intended for aerial installation by 

attachment to a support strand

Compliance:
	 • �Telcordia (Bellcore) Specification 

GR-421-CORE

Packaging:
	 • �Standard lengths are shipped on 

returnable steel reels or on non-
returnable wood reels when requested

	 • �Non-standard packaging is also 
available

Nominal Cable Data

CATALOG
NUMBER

PAIRS
AWG

O.D.
(INCHES)

WEIGHT
(LBS/MFT)

STANDARD
LENGTH (FT)

7506967 25/19 0.79 320 5000

7506975 50/19 1.10 595 3000

7506983 100/19 1.50 1110 3000

7506991 200/19 1.90 2150 1000

7510506 300/19 2.40 3190 1000

7506876 25/22 0.61 185 5000

7506884 50/22 0.79 320 3000

7506892 100/22 1.10 595 3000

6968770 200/22 1.50 1120 3000

7506900 300/22 1.70 1650 1000

6968762 400/22 1.90 2170 1000

6987275 600/22 2.30 3220 1000

6937817 900/22 2.80 4760 700

7506918 25/24 0.52 130 5000

7506926 50/24 0.65 220 3000

6937064 100/24 0.86 395 3000

6964803 200/24 1.10 735 1000

6964811 300/24 1.40 1070 1000

6964795 400/24 1.50 1400 1000

6964787 600/24 1.90 2080 1000

6983381 900/24 2.20 3050 1000

6937833 1200/24 2.50 4050 1000

7506777 1500/24 2.80 5020 800

6937841 1800/24 3.10 5990 800

7503485 400/26 1.30 905 1000

6987218 600/26 1.50 1320 1000

7508252 900/26 1.80 1970 1000

6937858 1200/26 2.10 2600 1000

6937866 1500/26 2.30 3220 1000

7506785 1800/26 2.50 3840 1000

6937767 2100/26 2.70 4460 1000

Data subject to change without notice. Contact your Customer Service Representative for latest information.
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Telecommunications	 Air Core Cables

Figure 8 Air Core ALPETH Cable	 Spec. 2102
BELL SYSTEM TYPE  �  BHBS (19 AWG) BKMS (24 AWG) 

BHAS (22 AWG) BKTS (26 AWG)

Core Construction:
	 Conductors: 
	 • �Solid, annealed copper; sizes 19, 22, 24 

and 26 AWG

	 Insulation:
	 • �Solid, high density polyethylene, color- 

coded in accordance with telephone 
industry standards

	 Twisted Pairs: 
	 • �Insulated conductors are twisted 

into pairs with varying lay lengths to 
minimize crosstalk

	 Core Assembly:
	 • �25 pairs and less: pairs are assembled 

together in a single group
	 • �More than 25 pairs: pairs are arranged 

in groups, each group having a color-
coded unit binder

	 Core Wrap:
	 • �Non-hygroscopic dielectric tape applied 

longitudinally with an overlap 

Figure 8 Alpeth Sheath: 
	 Aluminum Shield: 
	 • �Corrugated 0.008" aluminum tape 

applied longitudinally with an overlap

	 Support Messenger: 
	 • �A 1/4", 7 strand, extra high strength 

galvanized steel wire, fully flooded for 
corrosion protection

	 Jacket:
	 • �Black, linear low density polyethylene 

is jacketed in an integral extrusion 
with the shielded core and support 
messenger to form a “Figure 8” 
configuration

AppIication(s): 
	 • �Intended for aerial installation

CompIiance:
	 • �Telcordia (Bellcore) Specification 

GR-421-CORE

Packaging:
	 • �Standard lengths are shipped on 

returnable steel reels or on non-
returnable wood reels when requested

	 • �Non-standard packaging is also 
available

Nominal Cable Data

CATALOG
NUMBER

PAIRS
AWG

O.D.
(INCHES)

WEIGHT
(LBS/MFT)

STANDARD
LENGTH (FT)

7516461 25/19 0.88 480 5000

7516479 50/19 1.20 745 2500

7516487 25/22 0.70 345 5000

7516495 50/22 0.88 480 5000

7517261 100/22 1.20 750 2500

7517279 25/24 0.63 290 5000

7517287 50/24 0.76 380 5000

7517303 100/24 0.97 555 5000

7517329 200/24 1.20 885 2500

Data subject to change without notice. Contact your Customer Service Representative for latest information.


